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1. R
GENERAL
11 &
APPLICATION
BE R A5 TE A AU AT < AR 5 25K
This specification is applied to the requirements for tactile switch (mechanical contact)
12 TARREGH
Operating Temperature Range
-30°C~80°C({EFRHE R T PRAEIRE %4 )
-30°C~80°C(Normal humidity, normal air pressure)
13 WK%
Test Conditions

EBRALERHERAM T, BOZERL TR T AT A& -
Unless otherwise specified, tests and measurement shall be made in the following standard conditions:
B 5°C~35°C

Normal temperature.................. 5°C~35°C

PRHEIRIE o HIXHRIE 25%~85%
Normal humidity..................... relative humidity 25%~85%
PR R R e 86Kpa~106Kpa
Normal air pressure..................... 86Kpa—~106Kpa

FERIELRE R, WU BRI E L F IO A AT
If any doubt arise from the judgment, tests shall be conducted at the following conditions:

BPE 20°C+2°C

Temperature..............coooeeienns 20°C£2°C

AHEIE 65%£5%

Relative humidity.........................65%%5%

B E e 86Kpa~ 106Kpa

AT Pressire......o.oeeneeeeneneennnnn.s. 86Kpa—~106Kpa
1.4 fAJris

Storage method

L. A FH A Or e e BRI,  EIRiE
Ensure that the product without package breaking or wetting before use.

2. fififi 21 Storage conditions:
f#A7FIEFE Storage temperature: -5 ~ 35°C;
AR E Storage humidity: 25% ~80%;
ARIFEPRE: 6 MPHWMAZEE ONREHITSIERD B 6 MHEEEMK, MAmEERIE: wlLai. &
KRB BRI, WO B
Unopened status: Use up the product as soon as possible before 6 months. (calculated from shipment date).Over 6 months,
please make sure below before use it: terminal without oxidation or blackening, plastic parts without moisture absorption or
bubble, ensure solderability.
CHFEPRE: 1 AMH WA ek
Opened status: use up within 1 month;
MEAFTE R SF I JRETT R R R A Tl P A R R 35E J B B
Storage precautions: Please avoid the following environment: with high humidity, high temperature . corrosive gases and direct
sunlight.

3. HZIHERI.

Do not stack too many switches.




C+) Swiclick

APPROVAL SPECIFICATIONS

Product name P/N Version Document No. Page
Tact switch KAN0649J-0431A1001-B42 A/00 4/13
2. H4HERHA
Detailed specification
2.1 AR BIGEZME. BRACS kAR IR GhEG
Appearance: There should be no defects that affect the serviceability of product.
22 SRR R BAT & 20 B 2K
Style and dimension: shall conform to the assemble drawings.
2.3 BB Ao SN KR
Type of actuating: Tactile feedback.
2.4 JFREWHD: Hla]E i (R R fi 3 S5 AR B b 22 )
Contact arrangement: 1 pole, 1 throw
(Details of contact arrangement are given in the assembly drawings.)
2.5 JFRTAEBUEME: DC 12V 50mA (e Af) DC1V  10pA Cie/MED
Ratings: DC 12V 50mA (Max) DC1V 10pA (Min)
3. BSMEE:
ELECTRICAL SPECIFICATION
mwoH A o S O R
ITEM TEST CONDITIONS REQUIREMENTS
fELL 5V 10mA i) L IR BRAMIE T 1KHZ 523 L
BERIHES T, DL AT 2 0 R S e n A
JI:‘\
31 %ﬁifftﬂ Applying a static load of 2 times operating force to the <100mQ
Resistance center of the stem, measurements shall be made by 5V DC
10mA or more than 1KHz AC small-current contact resistance
meter.
{E %72 [A] it DC 100V /min (R 444 F. & i 12
R JEC PR i BB PR PR BELAEL
7825 HiPH ‘ . -
32 . . Measurement shall be made following application of >100MQ
Insulation Resistance 100V DC potential, across terminals, and across terminals and
cover, for one minute.
y i N A
A I He {31~ 2 [ Jiti in 250V AC(50Hz 5, 60HZ)/min
) . . . There should be no
33 Dielectric 250V AC (50Hz or 60Hz) shall be applied across terminals,
) breakdown and
voltage proof for one minute.
flashover
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HiH w8 % 1 R
ITEM TEST CONDITIONS REQUIREMENTS
R IER AT IR I R Tl CRERD 3~4 00
e EAWTT IR T iAo 5 3
Lightly striking the center of the stem at a rate encountered in normal
use (3 to 4 times per second), and bounce shall be tested at “ON” and
“OFF”
Switch
— o ©
fid 3£ B) Osci ON-10ms max
34 . scillograph OFF-10ms max
Bounce ——DC3-5V bk QD @ R e
- t t .
T il it st
4. HUTERE:
MECHANICAL SPECIFICATION
PRI THAFE T R, AEIT ORI il rh Lo R A it /7,
oy | EIFRSHRHREKIE.
41 Opel;ating Plac_ing the switch such t_hat thq direction of switch operation is 100=50 gf
Force vertical and then gradually increasing the load applied to the center of
the stem, the maximum load required for the switch to come to a stop
shall be measured.
PRI THAE T FE, PL—ANET 2 8 M G far i in 12
B TR T ey, P08 TG4 Bl AR B S
492 WAATHE Placing the switch such that the direction of switch operation is 0.250.15mm
' Full Travel vertical and then applying static load of 2times operating force to the ' '
center of the stem; the travel distance for the switch to come to a stop
shall be measured.
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HiH w8 % 1 R
ITEM TEST CONDITIONS REQUIREMENTS
PRI THAE T CE, fEIT ORI il b T B 44T
Jeis B Tk ) 1 e A e ) T _
4.3 5] 3 5 The sample switch is installed such that the direction of switch 20gf Min
Return Force | operation is vertical and upon depressing the stem in its center to the
whole travel distance, the force of the stem to return to its free position
shall be measured.
FEH ; , ; 5 30N it o
gf;i lmﬂ;ﬁf’ﬁﬁﬁﬁﬁ MIRAE 7 1 1 KB A it i FEAUH AT -
44 SfT ﬂS:tgr%JJJ%th Placing the switch such that the direction of switch operation is d?;;;e : lrlﬁgcll)l;lig aSlllglla;i
P g vertical, and then a static load of 30N shall be applied in the direction 8 . Y
: . ; electrically.
of stem operation for a period of 1 min.
Tkt | TPOREE TEAE T RRCE, Sy A S KERAE D, JFIIE T
i AT FEE L :
4.5 20N min.
Stem Placing the switch such that the direction of switch operation is —
Strength vertical, and then the maximum force to withstand a pull applied
opposite to the direction of stem operation shall be measured.
AR LA 45 5 2 A FEA T B
Measurement shall be made following the test set forth below:
(1) HRaFakH: 10~55~10Hz
Vibration frequency range: 10 to 55 to 10Hz Item3.1
- (2)  fRbE (E—IE) : 1.5mm Item3.2
46 iﬁzﬂ Amplitude: 1.5mm %:emi'i
VIbraton | (3) A7 AU TR I P 0= A LT LT D e 2
Direction of vibration:Three mutually perpendicular Ttem 4'3
direction including the direction of stem travel '
(4) B fa]: BEK 2 /N
Duration: Each 2 hours.
A T 5 2% A FREAT Pl e
Test by following conditions
(DX Tivh: IEH 2%
(1)installation method: normal — S
(Q)INEEFE: 784m/s? Item3.1
i (2)Acceleration: 784m/s> Item3.2
47 {}TEEk GV 11ms i ﬁemi-i’
Shoc (3)Acting time: 11ms IIZE 4'2
ST . 6 A -
@B TT I 6 N7 Item4.3

kB AT 3k At 18 Ik
(4)Test direction: 6 directions
Times: 3 times/direction ,total 18 times
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5. FHRMAM:
ENVIRONMENTAL SPECIFICATION
HiH % % fF R
ITEM TEST CONDITIONS REQUIREMENTS
PRI A% LT S0 26 AFREAT B0, S0 Ja A5 s N BSCPE 5 i %
FRAESLISE IR I 1 /NN BRI e
Following the test set forth below the sample shall be left in normal Item3-2
. temperature and humidity conditions for 1 h before measurements Ttem3 3
5.1 i 3k are made: et
Resistance to low | (1)  J2fF. -40+2°C i:[[emi.;
temperature Temperature : -40+2°C ItZ$4-3
(2)  mffa]: 96h '
Time: 96h
PRI A% LT S0 26 AFREAT B0, S0 Ja A5 s N BSCPE 5 i %
PRAER FEIFR BT 1 /N S f i
Following the test set forth below the sample shall be left in normal gzgg;
BRI temperature and humidity conditions for 1 h before measurements Item3:3
52 Heat resistance | ar¢ made: Item4.1
(1) #E: 90£2°C Item4.2
temperature:90+2°C Item4.3
(2)  mffa]: 96h
time: 96h
AR T T AN R BT 5 UAREA R A IPERA,  Sehe e
AF s NLEE B il S AR AE SR E A PR BT 1 /e Je e e k. 0l
I TRIAE: it L ORKF 1.
After 5 cycles of following conditions, the sample shall be allowed
fo stand under normal temperature and humidity conditions for 1 h. | Item3.1
\ P and measurements shall be made. During the test water drops shall | [tem3.2
53 SR ERA be removed. #E CC) Item3.3
- Change of s rere Ttem4.1
emperature N o 10427 Ttem4.2
C: B Ttem4.3
0°c D: LARE
B I E:  2/Af
F: 1/
e lol & |&| ®M thow
PRI A% LT S0 26 AFREAT B0, S0 Ja A5 s N BSCPE 5 i %
PRAEE R ERET R 1 /e S A R )t - B PH: <200mQ
Following the test set forth below the sample shall be left in normal | Contact resistance<200m<
R temperature and humidity conditions for 1 h before measurements | Z42% FHFH: >10MQ
TR are made: Insulation
54 Mqisulre (1)  JEJE: 60£2°C Resistance=10MQ
resistance temperature: 60+2°C Item3.3
(2)  AAXHESE: 90%~95% Ttemd. 1
relative humidity:90% to 95% %:[[emj.g
(3)  mfl: 96h ema.
time: 96h
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HiH w58 % 1 R
ITEM TEST CONDITIONS REQUIREMENTS
Pt N DU S0 2 AR REAT IR, SRR S s LU T
PRAER FEIFR BT 1 /N S f i
Following the test set forth below the sample shall be left in normal
temperature and humidity conditions for 1 h before measurements
5.5 ﬁjﬁ’ﬁtﬁ% are made: e B <1000mQ
Sulfuration (1) HoS UH#JZ: 3ppm+lppm Contact resistance<1000mQ
resistance HaS gas concenfration: 3ppm=1lppm
(2)  mffa]: 72h
Time: 72h
(3) RfE: 40£2°C (90~95%RH)
temperature: 40+2°C (90~95%RH)
FELL R BOE A T REA T &
The switch  shall be checked after following test:
(1) #@fE: 35°C+2°C
temperature: 35°Cx2°C . ' .
- (2) SIFRIKRIE: S£1% CRE /M) ST EBATRSER,
HhFE R L . _ No remarkable corrosion
5.6 Salt Mi salt solution : 5+1%(solids by mass) ‘ o
t Mist (3) Wfl: 24+1h shall be recognized in metal
) art.
Time: 241h P
S I ) SRR Je K e
After test, salt deposit shall be removed by running water.
A L f<10Q
FRAE F 1 ) R SR 34 7 IR Contact resistance=10Q
Measurement shall be made following the test set forth below: Hsx EE..I-’)HZIOMQ
(1) DC 5V, 5SmA Hifi#k hnglahon
DC 5V, 5 mA resistive load Res;stfi.llceZIOMQ
5.7 7 i (2) HHEhEE: 12 KA firh s 4}7)) ON-20ms max
life Rate of operation: 1-2 times/s Bounce OFF-20ms max
() $h: BWAMEKE #J1: UHI=30%
Operating Force: Max as Operating Force QP?ITJ[H;% Fogcoif:/
(4) kA fr: 1000,000 %k pa e
fault-free life: 1000,000 cycles Iten14:2
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HiH w58 % 1 R
ITEM TEST CONDITIONS REQUIREMENTS
VR ) 2 - . .
Measurements shall be made following the test set forth below: 90%L). |-
5g Clpctis (1) J5EeRfE235+5°C E ° ¢ for the edee. il
N Solderability Solder temperature : 235+5°C c;(:t?g Os;muls ec f‘?ér 1;
(2) BNII:35+0.55 1111111'111%1111 90%
Immersion time: 3s+0.5s ’
6. IEHEEH:
SOLDERING CONDITIONS:
TR LA 2 A AT
(1) FBIRE: <350°C
Hand soldering
Please practice according to below conditions:
(1) Soldering temperature: <350°C
(2) Continuous soldering time: <3
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T H fie 77 %
ITEM Recommended conditions

6.2

XF SMT 72, S AR SR AT AR 2
For SMT products, Pls soldering by follow conditions:

surface of product temperature

[} B
iR R (T 260°C max. 3sec max.

230°C peak temperature

180°C _____d/,,f/”///ﬂ |
|
150C — '

|
' |
. |
EIM RN ZE I :
Conditions for 120 time 17 ()
sec max. 40s mak.
reflow pre—heating( Fi#4
3 ~ 4min. max.

time inside soldering equipment ff P4 if i [H]

IR UCE: 2 ) MAX
Reflow times: 2 time max

HEEH I (Notes):

a~

b'\

C~

d'\

€~

f\

BRI LA AR R 2 I i

The pad size of the printed substrate is shown in the product diagram.

FEME AP BRI DL, SRR NIAE 350°CRL s 3 BRI

In the case of using soldering iron, soldering conditions shall be 350°C max and 3 sec.max.
B A BT G A T8 A\

Prevent flux penetration from the top of the switch

TPREN G, A E R SR H IO

After switches were soldered,please be careful not to clean switches with solvent or other similar products.
B, AN AR TG b 5 £ o

Right after switches were soldered;please be careful not to load to on the knobs of switches.
T A B R 74 9 TR T SR B IR

Please be cautions not to give excessive static load or shock to switches.

TFREN G, BV E EAE B

Please be careful not to pile up P.W.B.after switches were soldered
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E7e~IAN

P P

General tolerance: =0.2mm

NO. NAME MATERIAL QTY. FINISHING
1 Terminal Brass 1 Silver plating
2 Case FRS52 1 Black
3 Contact SUS 1 Contact side silver plating
4 Cover SuUS 1
5 Stem FRS52 1 Black




ITRM| W | AD | BO | KO | P F E D PO | P2 | T
DIM | 16 | ©3 [ 103 |se [ 12 | 75 | 175 ] 15 4 2 | 04
TOLFE| 03 | #00 | 200 | #01 | 01 +01 | 201 | 31 | o1 | ot 7 +0.05
c
o ||
©_ @ )
o
Q |
16.0
o P PP S
L]
— T
o b o oo mvio o mvio o 000000 O mvyw o
L
= 50 50 =0 60 5O 60 5-0 5-0 -
]
MMNW %MWW %HW %HWV %HNV %MNV %MNV %HW o -

t

KL

1. 1000pcs/reel, 20, 000pcs/carton
2.Reel color:black

[Sign a word

Day period

Type:CT20042-2

) Swiclick

Design

Material

Draw diagrams

Pattern marker

Proportion

KAN0649-050%

Came

A total of 1 page

Page 1
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7. I
7 1RRAN A fE RS 1000

SYA\S

O

724G AL 2 AR, 3t 2000 H

E

| A=330mm. B=16.5mm. C=2mm

E=420mm. D=440mm

73 BFDAMASRE 10 4%, 120000 X

]

X=430mm-. Y=340. 7Z=340mm
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