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1 GENERAL
1.1 APPLICATION

This specification applies to the requirements of mechanical dialing switches

1.2 Operating Temperature Range
-30 85 ( )
-30 85 (Normal humidity, normal air pressure)
1.3 Storage Temperature Range
-40 85 ( )
-40 85 (Normal humidity, normal air pressure)
14 Test Conditions

Unless otherwise specified, tests and measurement shall be made in the following standard conditions:

....................................... 5 35
Normal temperature..................... 5 35
................................. 25% 85%
Normal humidity...................o... relative humidity 25% 85%
.............................. 86Kpa 106Kpa
Normal air pressure..................... 86Kpa 106Kpa

....................................... 20 2
Temperature..........cooeieinneennn 20 2
................................. 65%+5%
Relative humidity................cceee.. 65%+5%
................................. 86Kpa 106Kpa
AT PreSSUMe. .. vveeive e veiiee e e 86Kpa 106Kpa
1.5 Storage method
1. :
Ensure that the product without package breaking or wetting before use.
2. Storage conditions:

Storage temperature -5~ 35
Storage humidity 25% ~80%
6 6

Unopened status: Use up the product as soon as possible before 6 months. (calculated from shipment
date).Over 6 months, please make sure below ;
before use i1t: terminal without oxidation or blackening, plastic parts without moisture absorption or
bubble, ensure solderability.
1
Opened status: use up within 1 month;

Storage precautions: Please avoid the following environment: with high humidity, high temperature ,
corrosive gases and direct sunlight.

3. ;

Do not stack too many switches.
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2.1

2.2

2.3

2.4

2.5

Detailed specification

Appearance: There should be no defects that affect the serviceability of product.

Style and dimension: shall conform to the assemble drawings.

Type of actuating: Tactile feedback.

(

)

Contact arrangement: 1 pole, 1 throw (Details of contact arrangement are given in the assembly drawings.)

100mA 50VDC;
Contact Rating: 100mA at 50VDC non-switching; 25mA at 24 VDC, 10mA at 50VDC Switching.

25mA 24 VDC 25mA 50VDC;

ELECTRICAL SPECIFICATION

ITEM TEST CONDITIONS REQUIREMENTS
1KHZ+/-200
3.1 Contact 20mV . S0mA 10mA - 5V <100mQ
Resistance To be measure with AC ~ 1KHz +/-200Hz
(Max 20mV,Max 50mA)or10mA,5V DC.
100V
1 +5
3.2 Insulation Resist To be measured with an insulation measuring device of100V 2100MQ
nsulation RESISANCE | b petween all the terminals and between the terminals and
the frame for 1 minute +5 seconds.
AC 250V
50-60Hz 2Ma 1 There should be no
3.3 I q AC 250V(50-60Hz,2mA current)being applied between all breakd d
voltage-endurance the adjacent terminals and between the terminal and frame for reaxdown an
1 minute. flashover
1MHz +/-10kHz 5PE
3.4 Switch Capacitance To be measured with frequency 1MHz +/-10KHz Max 5PF

Applied between adjacent terminal and circuit.
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MECHANICAL SPECIFICATION

ITEM TEST CONDITIONS REQUIREMENTS
. 1000gf
41 (I):%?thmg Applied in the direction of operation. Max 1000gf
200gf 1
4.2
Terminal Strength Each terminal should be able to withstand 200 gf force in d D Iotoselentq, TJod
either direction and last for 1 minute amage to plastic body,
etc.(except terminal
deformation)
1Kgf 15 Item3.1
4.3 Item3.2
' Control Unit Strength | A load of 1Kgf is applied in the operating direction and Item3.3
pulling direction of the control unit for 15 seconds.
Measurement shall be made following the test set forth below:
1 10 55 10Hz
Vibration frequency range: 10 to 55 to 10Hz
2 1.5mm Item3.1
a4 Amplitude: 1.5mm Item3.2
' Vibration 3 Item3.3
ltem4.1
Direction of vibration: Three mutually perpendicular
direction including the direction of stem travel
4 2
Duration: Each 2 hours.
Test by following conditions
1)
(1)installation method: normal —_— S
(2) 784m/s?
. I 1
(2)Acceleration: 784m/s? ngg 5
45 Shock (3) L 11ms T Item3.3
(3)Acting time: 11ms Item4.1
(4) 6

3 18
(4)Test direction: 6 directions
Times: 3 times/direction ,total 18 times




¢+ Swiclick

APPROVAL SPECIFICATIONS

Product name

P/N Version

Document No.

Page

DIP switch

BMICO03S-RG-4FR-NK

A/00

6/10

ENVIRONMENTAL SPECIFICATION

ITEM TEST CONDITIONS REQUIREMENTS
1
Following the test set forth below the sample shall be left in Item3.1
normal temperature and humidity conditions for 1 h before Item3.2
5.1 measurements are made: Item3.3
Resistance to low 1 -40+2 Item4.1
temperature Temperature : -40+2
2 96h
Time: 96h
1
Following the test set forth below the sample shall be left in ::gmg;
normal temperature and humidity conditions for 1 h before Item3:3
52 Heat resistance measurements are made: |tem4l
1 90+2
temperature:90+2
2 96h
time: 96h
5
1
After 5 cycles of following conditions, the sample shall be
allowed to stand under normal temperature and humidity ltem3.1
conditions for 1 h. and measurements shall be made. During Item3.2
5.3 Temperature change | the test water drops Shall be removed. Item3.3
test LR A: +90£2°C Item4.1
A B: -40+2°C
C:  2/NIf
0°C - D 17N
B I E:  2/hH
F: 1/
c ol e |r] I IE] Ch )
1
Following the test set forth below the sample shall be left in <200mQ
. . Contact
normal temperature and humidity conditions for 1 h before resistance<200mQ
measurements are made: B
5.4 Constant wet and hot 1 6042 . =10MQ
= = Insulation
temperature: 60+2 Resistance=10MQ
2 90% 95% Item4.1
relative humidity:90% to 95%
3 96h

time: 96h
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ITEM TEST CONDITIONS REQUIREMENTS
The switch  shall be checked after following test:
1 35 +2
temperature: 35 12
2 S1% No remarkable corrosion
5.5 . salt solution : 5£1%(solids by mass) . . '
Salt Mist 3 8+1h shall be recognized in metal
Time: 8%1h part
After test, salt deposit shall be removed by running water.
No load : Measurement shall be made following the test set forth
below:
) 15~20 /
Rate of operation: 15~20 cycle/minute
2 1,000
fault-free life: 1,000cycles
<1Q
Contact resistance<1Q
=10MQ
Insulation
56 Resistance=10MQ
' Operation life +30%

With load: Measurement shall be made following the test set forth
below:
1 DC24V 25mA
DC 24V, 25 mA resistive load

) 15~20 /
Rate of operation: 15~20 cycle/minute
3 1,000

fault-free life: 1,000cycles

Operating Force:
initial valuex30%
Item3.3
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ITEM TEST CONDITIONS REQUIREMENTS
Measurements shall be made following the test set forth below:
. 90%
5.7 (1) :245£5 Except for the edge, the
' Solderability Solder temperature : 245+5 -P ge,
. coating should cover a
(2 :35+0.5s minimum 90%
Immersion time: 3s+0.5s inimu 0
6

WELDING HEAT RESISTANCE:

6.1 .
Hand soldering

) < 350
2 <3s
@)

Please practice according to below conditions:

< 350
< 3s

(1) Soldering temperature:
(2) Continuous soldering time:

(3) Electric iron metal heads must not touch the product body, electric iron must not put

pressure on the product, terminal.
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ITEM Recommended conditions
Items Condition
Flux built-up Mounting surface should not be coated with flux

Conditions for

Preheating temperature

100 max.

Ambient temperature of the soldered surface of
PC board. 100 max.

6.2 o 60s max.
' Preheating time
Auto-dip
. 260 max.
Soldering temperature
. S 5S max.
Continuous dipping time
Number of soldering 2 times max.
(Notes)

a

The pad size of the printed substrate is shown in the product diagram.
b 350

In the case of using soldering iron, soldering conditions shall be 350  max and 3 sec.max.
c

Prevent flux penetration from the top of the switch
d

After switches were soldered,please be careful not to clean switches with solvent or other similar products.
e

Right after switches were soldered;please be careful not to load to on the knobs of switches.
f

Please be cautions not to give excessive static load or shock to switches.
g

Please be careful not to pile up P.W.B.after switches were soldered
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(B)7.62+ 0.30 5 [P.C.B.LAYOUT]
™
General tolerance  +0.3mm
5 Base PPS 1 Black
4 Cover PPS 1 Black
3 Stem PA46 3 White
2 Moving contact Phosphor bronze 3 Gold Plating
1 Static contact BRASS 3 Gold Plating
No | Part Material Qty | Remark
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