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© G15-10 © 11 4T 1 4 AL
v 10 T R 1 A4 Silver alloy
1o rzszsouac T K @ o | mTEs 2 | BAs silver alloy
1/2HP 125/250VAC 25T125u 5E4 -
8 NC3% F 1 & 48 Brass 4R D. Ag
C @NO TL NC 3 O 2 @ Q 1 7 NOsi F 1 ¥ 47 Brass Y4 D Ag
6 XE 1 #4F Brass Y4 D Ag
CIRCUIT DIGARAM 5 A 1 4% & 48 Beryllium bronzg
. . 4 ik 9 1 4% & 44 Beryllium bronzg
SPEQF C?’-\TI N (A ZH) NN 3 kil 1 PBT 30%GF 2 %, Black
1. Qperating Tenperature Range (B %R /E): -25  +125 J— NC 5 Tz ! PET 304CE 2 & Block
Qperating Relative Huimdity GREEZ): =85% COM . NO ;“L 00 -

2.\oltage Rating(#1% 4 /E): 125/ 250V AC ! L& 1 PBT 30%GF & & Black
3.Qurrent Rating (&% #i%): 10A NQ |Part NaneZ & |Qysk 2| Mteria A& # 4% |Pating Gl or4 2 R
4. Gontact Resi stance (Efk#. /) : =100nQ s N
5.1nsul ation Resistance (44 H): =100M2 0-10: +0. 20 26-50: 0. 40 #an It x 1
6.0 el ectric Wthstandi ng Vol tage (fit # /£): 1000V AC IM n 11-25: +0. 30 . 40o
7. ol dering Tenperature (2 #:iR %) : 2605 5s 615-10M-150-22 @E 11 10
8. Qperating Force(#1E#): 1502=50gf :

9.Life Tine(mating cycl es) &4 : 10000 Cycl es N [ o
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1. General Characteristics
1.1 Application: This specification is applied to the micro switch (G15 series) for general applications.

G15
1.2 Operating Temperature Range: -25 +125
-25 +125
1.3 Operating Relative Humidity: < 85%
< 85%

Test Conditions: Unless otherwise specified, the atmospheric conditions for making measurements and
tests are as follows:

Ambient Temperature: 5~35
5~35
Relative Humidity: 45~85%
45~85%
Air Pressure: 86~106Kpa (860~106mbar)

86~106Kpa (860~106mbar)

2. Appearance, Structure and Dimensions
2.1 Appearance: The switch shall have good finishing, and no rust, crack or plating defects.

2.2 Structure & Dimensions:  Refer to individual product drawing.

2.3 Markings: Refer to individual product drawing.

3. Ratings 10A 125/250V AC

4. Electrical Characteristics

No. Iltem Criteria Test Method

equipment with error not more than 5% can be used.
Contact Resistance after test is the average of 5 successive
4.1 Resistance 100mQ Max. measurements.

5% 5

500Vdc voltage is applied between each pair of terminals

Insulati

nSL,J aton ) and between the terminal and the metal frame for 60+ 5S.
4.2 Resistance 100MQ Min.

500Vdc 60+ 5S
1000Vac (50~60Hz,cut —off current 10mA) is applied

Dielectric No dielectric between non-connected terminals and between terminals

43 withstand in breakdown shall | and the metal frame for 60 + 5s.
' voltage occur. 1000Vac  50-60Hz

10mA
1000Vac 50-60Hz 60+ 5S
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5. Mechanical Characteristics

No. | Item Criteria Test Method
Apply a tension meter on the midpoint of the
TR I
51 | Force 150+ 50gf pressu Heally P
operating position.
The value to which the force in the actuator
Return midpoint (or tip of the shaft) must be reduced to
5.2 Force 30gf Min allow the contact to the normal position.
Position of switch plunge or actuator at which point
contacts snap from normal to operated position.
Operation Note that the case of flexible of adjustable
5.3 Position 11.4+ 0.4mm actuators.
The distance vertically through, which the
Pre midpoint of the actuator (or tip of the shaft) trip
54 Travels 1.1mm Max move from its free position to operating
position.
. Shall be free from terminal looseness, A St?t'c Iqad of 25!\] shaI'I be .applled to the tip of
Terminal . terminal in a desired direction for 10 + 1s.
damage and insulator breakage. No .
Strength . . The test shall be done once per terminal.
5.5 functional defective occur
25N 10
+ 1s
Switch shall be secured to a testing machine by
a normal mounting device and method. Switch
shall be measured after following test.
(1) Vibration frequency range = 10~55 Hz
(2) Total amplitude =1.5mm
After test, (3) Sweep ratio: 10~55~10Hz Approx. 1 min
Contact resistance:200mQ Max. (4) Method of changing the sweep vibration
Insulatlop reS|stancg:100MQ Min. frequency: logarithmic or linear
. . No functlonaI.C!efectlve oceur ) (5) Direction of vibration: Three perpendicular
Vibration | No abnormalities shall be recognized - : : . L
. . directions including actuating direction.
5.6 Proof in appearance and construction.

200Q Max.
100MQ Min.

(6) Duration: 2 hours (6 hours in total)

=10-55Hz
1.5mm
10-55-10Hz 1
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No. | Item Criteria | Test Method
Switch shall be measured after following test:
(1) Mounting Method: Normal
(2) Acceleration: 490m/s? (50G)
(3) Duration: 11ms
(4) Test Direction: 6 directions
After test,
Contact resistance:200mQ Max.
Insulation resistance:100MQ Min.
Mechanic No functional.d.efective occur .
al No abnormalities shall be recognized
5.7 Shock in appearance and construction. 1
200MmQ Max. (5)Number of shocks: 3 times per direction (18
100MQ Min. times in total)
490m/ s? (50G)
11ms
6
3 18
Switch shall be measured after following test:
(1) Solder: HE3A (JIS Z23282)
(2) Flux: Rosin Flux having a nominal
composition of 25% solids by mass of water
white rosin in methyl alcohol (JIS K 1501)
solution.
(3) Soldering Temperature & Immersing Time
Dip Soldering 260+ 5° C 5% 1s
Manual Soldering 350+ 5° C 2~3s
(4)lmmersion Depth: (For Dip Soldering)
Immersion depth shall be at copper plating
Solder No abnormalities shall be observed in | portion of PCB after mounting.
Heat appearance and operation. (Thickness of PCB=1.6mm)
5.8 | Resistanc | No functional defective occur
e H63A JIS Z 3282
25% 75%
260+ 5 5+ 1s
350+ 5 2~3s
1.6mm
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6. Durability characteristics
No. | ltem Criteria Test Method
. 100,000 cycles of operation shall be performed
Mechanic . .
al continuously at a rate of 60 cycles per minute
6.1 Life After test, without load.

No functional defective occur
The switch shall be free from

abnormalities in appearance

construction.
Electroni 750VAC
ssec ronic 50MQ Min.
6.2 Life

Dielectric withstand in voltage:750VAC
Insulation resistance:50MQ Min.

60 /
100,000

operation shall be performed continuously at a
rate of 6-12 cycles per minute with load as
follow

6-12 /

10A 250V AC 10,000cycles

7. Weather Proof Characteristics

Cold
7.1 | Proof

After test,

Insulation resistance:
50MQ Min.
Hot Proof | No functional defective occur

7.2 The switch shall be free
abnormalities in appearance
&construction.
500mQ Max.
50MQ Min.
Moisture
Resistanc
7.3 o

After testing at =25 + 2° C for 96 hours, the
switch shall be allowed to stand under normal
temperature and humidity conditions for 1 hour,
and measurement shall be made within 1 hour
after that. Water drops shall be eliminated.
-25+ 2 96
1 1

Contact resistance: 500mQ Max.

After testing at 125 + 2° C for 96 hours, the
switch shall be allowed to stand under normal
temperature and humidity conditions for 1 hour,
and measurement shall be made within 1 hour
after that.

125+ 2 96

After testing at 40+ 2° C ,90~95% RH for 96
hours, the switch shall be allowed to stand
under normal temperature and humidity
conditions for 1 hour, and measurement shall
be made within 1 hour after that. Water drops
shall be eliminated.

40+ 2 90-95%RH 96
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No. ltem Criteria Test Method
After 5 cycles of following conditions, the switch
After test, shall be allowed to stand under normal
Contact resistance: 200mQ  Max. temperature and humidity conditions for 1 hour,
Insulation resistance:50MQ  Min. and measurement shall be made within 1 hour
No functional defective occur. after that. Water drops shall be eliminated.
The switch shall be free from 5
Temperature abnormalities in appearance & 1 1
7.4 | Cycling .
construction.
30 mn .30 nin,
200mQ Max. ‘70 *2
50MQ Min. Foom Temp. ] |—I |—|_
B 10- 15ran 1$— 15nin
1 cy‘/cl e ;
The switch shall be checked after following test:
(1) Temperature: 35+ 2° C
(2) Salt Solution: 5+ 1% (Solids by mass)
(3) Duration: 24+ 1 hour
Salt Mist No remarkable corrosion shall be | After test, salt deposit shall be removed by
7.5 recognized in metal part. running water.
35+ 2
5+ 1%
24+ 1
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