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1. #R
GENERAL
11 EATEHE
APPLICATION
BERUARF51E A T AU AT < KA K 25K
This specification is applied to the requirements for tactile switch (mechanical contact)
12 TAEREGHE
Operating Temperature Range
-30C~80°C(fEARE RS FRMERERMFT)
-30°C ~80°C (Normal humidity, normal air pressure)
13 iR G
Storage Temperature Range
-40C~90° C(fEAREE R FRHERERMFT)
-40°C ~90°C (Normal humidity, normal air pressure)
1.4 SRR
Test Conditions
ERAHERENFMT, MZELLT KR4 TRATEAE .
Unless otherwise specified, tests and measurement shall be made in the following standard conditions:
B 5'C~35C
Normal temperature.................. 5C~35TC
PRAEIBIE HXHEE 25%~85%
Normal humidity..................... relative humidity 25%~85%
FRERASE 86Kpa~106Kpa
Normal air pressure..................... 86Kpa—~106Kpa
fEfEE RS, WA B RLZE LT )& AF T kT
If any doubt arise from the judgment, tests shall be conducted at the following conditions:
B 20C+£2°C
Temperature........................... 20C+£2°C
FARHBRE . 65%£5%
Relative humidity.........................65%%5%
A 86Kpa~ 106Kpa
AT Pressire......o.oeeneeeeneneennnnn.s. 86Kpa—~106Kpa
1.5 fFETTiE

Storage method

1 E AR BT, TRIE.
Ensure that the product without package breaking or wetting before use.

2. itk %k Storage conditions:
& 17IE. B Storage temperature: -5 ~ 35 C;
& 1712 Storage humidity: 25% ~80%;
RIFERSE: 6 MPANMATE WRREFGHITE « B 6 MAREERK, FHMELRIE: WRELRL.
KB BEMEERRERNE, MOREENE
Unopened status: Use up the product as soon as possible before 6 months. (calculated from shipment date).Over 6 months,
please make sure below before use it: terminal without oxidation or blackening, plastic parts without moisture absorption or
bubble, ensure solderability.
CHERE: 1 MR NEHEE;
Opened status: use up within 1 month;
fEAFE RSN BT miR R AN T Tk A B PR 88 R B B s
Storage precautions: Please avoid the following environment: with high humidity, high temperature . corrosive gases and direct
sunlight.

3. W ZIBERK.

Do not stack too many switches.
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2. RS
Detailed specification
2.1 AW RITCROME . PEAKFE S AR A BRI
Appearance: There should be no defects that affect the serviceability of product.
22 HMRSTMEERT: NATEREEER;
Style and dimension: shall conform to the assemble drawings.
23 B AR KERIE
Type of actuating: Tactile feedback.
2.4 JPREH . HBalig s (AR S A RE R EL )
Contact arrangement: 1 pole, 1 throw
(Details of contact arrangement are given in the assembly drawings.)
2.5 FFRTAEBEME: DC12V 50mA (FRKME) DC1IV 10pA (B/MED
Ratings: DC 12V 50mA (Max) DC1V 10pA (Min)
3. BSMEE:
ELECTRICAL SPECIFICATION

K B % H
TEST CONDITIONS

m H
ITEM

R
REQUIREMENTS

FELL 5V 10mA F) BB IREAME T 1KHZz B2 B
TREIHBREER, PL—ANET 2 f54% 7 0 e i T R
Jl:'\

F i v [H
3.1 Contact
Resistance

Applying a static load of 2 times operating force to the
center of the stem, measurements shall be made by 5V DC
10mA or more than 1KHz AC small-current contact resistance

meter.

<100m€Q

fE3% T2 8]} i DC 100V /min #9564 T 0 &3 T2
T JER R s R P L BELA

32 gﬁ% %BE Measurement shall be made following application of

Insulation Resistance 100V DC potential, across terminals, and across terminals and

cover, for one minute.

=100MQ

A i
33 Dielectric

FE¥G T2 [8) 0 250V AC(50Hz B, 60HZ)/min
250V AC (50Hz or 60Hz) shall be applied across terminals,

voltage proof for one minute.

TidiE. £ KR
There should be no

breakdown and

flashover
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T H w8 & R
ITEM TEST CONDITIONS REQUIREMENTS
R IEF AN B RGO (B 3~4 00
FESIE AW 12 A ST K 3
Lightly striking the center of the stem at a rate encountered in normal
use (3 to 4 times per second), and bounce shall be tested at “ON” and
“OFF”
Switch
— o ©
ful BN Osci ON-10ms max
34 o scillograph OFF-10ms max
Bounce —DC3-5V 5k QD @ R
T ufub sl it ]
4. HUTERE:
MECHANICAL SPECIFICATION
TR THRAETTFME, EIT R TR b B i /7,
vy | RIFXRSBFRIEK .
41 Operating Plac_ing the switch such t_hat thq direction of switch operation is 160=50 gf
Force vertical and then gradually increasing the load applied to the center of
the stem, the maximum load required for the switch to come to a stop
shall be measured.
FFRFEETHRIETAME, PL—AET 2 R # R 7E
B TR TR L, SR TR B HIEE R .
492 BARATHE Placing the switch such that the direction of switch operation is 0.25+0.1mm
' Full Travel vertical and then applying static load of 2times operating force to the ' '
center of the stem; the travel distance for the switch to come to a stop
shall be measured.
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T H w8 & R
ITEM TEST CONDITIONS REQUIREMENTS
FFRFEETHRIETFRME, IR F O TREELTRE
J&, TR A B A E R B S . _
4.3 ]34 4 The sample switch is installed such that the direction of switch 20gf Min
Return Force | operation is vertical and upon depressing the stem in its center to the
whole travel distance, the force of the stem to return to its free position
shall be measured.
H ; IR 30N i .
i gég lmﬂ;ﬁf’ﬁﬁﬁﬁﬁ MERAETT [ 17 SR B 1 e 6 FAL A
44 Stf:n? ﬂs:fr%?th Placing the switch such that the direction of switch operation is d?;;;e : l;ﬁllcggﬁlig aSlllglla;i
P g vertical, and then a static load of 30N shall be applied in the direction 8 . Y
: . ; electrically.
of stem operation for a period of 1 min.
FiRkt | FREETERIETRBE, RI7AERRARES, HFEFR
WE | TR .
4.5 20N min.
Stem Placing the switch such that the direction of switch operation is —
Strength vertical, and then the maximum force to withstand a pull applied
opposite to the direction of stem operation shall be measured.
HRHE LA 45 %8 2 AR AT I -
Measurement shall be made following the test set forth below:
(1) RehFEEHE: 10~55~10Hz
Vibration frequency range: 10 to 55 to 10Hz
; (2)  fRiE (E—#%) : 1.5mm Ttem 3
46 bEFEIJJ Amplitude: 1.5mm gemjé
Vibration | (3)  gREh I A F AR I P 0 = A EL ELR D Ttomd 3
Direction of vibration:Three mutually perpendicular '
direction including the direction of stem travel
(4)  JEIE]: AR 2 /DR
Duration: Each 2 hours.
HRHE T 5 2% AT Pt iR
Test by following conditions
(DZETjVE: EEHZE
(1)installation method: normal — S
QINIESE: 784m/s?
et (2)Acceleration: 784m/s> Item3
47 Shock G)YEFIRSIE]: 11ms i ﬁiﬁié
(3)Acting time: 11ms Ttemd. 3

@WRTTE: 6 45T

M RE: AJTE 3R, 18 Ik
(4)Test direction: 6 directions

Times: 3 times/direction ,total 18 times
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5. ERSTWR AN :
ENVIRONMENTAL SPECIFICATION
T H w8 & R
ITEM TEST CONDITIONS REQUIREMENTS
B i A% IR LT SER SR AR AT A, SEI0 J5 45 o N IR 7 IR %
PRUEIR FE PR BT 1 /N S i e
Following the test setlfqrth below the sample shall be left in normal Ttem3
temperature and humidity conditions for 1 h before measurements
51 TEE ﬂiﬂ”iﬁ are made: Item4.1
Resistance tolow | (1)  JEEF. -4022°C gggﬁg
temperature Temperature : -40+2°C '
(2)  Bf[E]: 96h
Time: 96h
B i A% IR LT SER SR AR AT A, SEI0 J5 45 o N IR 7 IR %
PRUEIR FE PR BT 1 /N S i e
Following the test set forth below the sample shall be left in normal
S temperature and humidity conditions for 1 h before measurements Ttem3
59 e i _ Itemd4.1
Heat resistance | ar€ made: Item4.2
(1) #@E: 90+2°C Ttem4.3
temperature:90+2°C
(2)  Bf[E]: 96h
time: 96h
MR4E T RN ZESRGEAT 5 G RREE A AENNS, KR/E
A it N TR U AR AR R P RO PR R 1 /N JE st e K.
BRIV i L DR K7 1.
After 5 cycles of following conditions, the sample shall be allowed
fo stand under normal temperature and humidity conditions for 1 h.
. - and measurements shall be made. During the test water drops shall
RS be removed. #E CC) ¢ ’ gggﬁ-l
53 Change of VM . Ttem4.2
temperature N o figigg Item4.3
C:  2/hmf
o°c D: 1B
B I E: 2/hBf
F: 1/hef
c |lol & |® 8f @ (hour)
B i A% IR LT SER SR AR AT A, SEI0 J5 45 o N IR 7 IR %
PRUEIR FE PR BT 1 /N S i e A <200mQ
Following the test set forth below the sample shall be left in normal | Contact resistance=200mq
temperature and humidity conditions for 1 h before measurements gﬁ%%ﬁﬂ’ 210MQ
STl R 529 are made: Insulation
4 Moisture (1 g 60:2C o= 1OME
resistance temperature: 60+2°C Item3:4
(2)  AHXHEEE: 90%~95% Item4.1
relative humidity:90% to 95% Ttem4.2
(3)  Bf[A]: 96h Item4.3
time: 96h
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T H w8 & 1 R
ITEM TEST CONDITIONS REQUIREMENTS
it N 8 DU T SRR 2 AR AT I, SO0 S5 A b RRE W I
PRI BE M ER BT 1 /N S (S A K
Following the test set forth below the sample shall be left in normal | 24 e . <200mQ
temperature and humidity conditions for 1 h before measurements | Contact resistance<200me
55 b 5e are made: Item3.3
Sulfuration (1) H2S SM&WKE: 3ppm=lppm Item3.4
resistance H>S gas concentration: 3ppm=1ppm Item4.1
(2) H‘ﬂﬁ,l 72h ITtem4.2
Time: 72h Item4.3
(3) #RE: 40£2°C (90~95%RH)
temperature: 40+2°C (90~95%RH)
FELLT B8 & A T REAT I &
The switch  shall be checked after following test:
(1) #@fE: 35C£27C
temperature: 35C+2°C : .
\ (D) BIERIEIE: 5+1% GEREAH SIRITLIEARIMIN
56 A% It solution - 5+1%(solids b _ No remarkable corrosion
' Salt Mist salt solution : 5::1%(solids by mass) shall be recognized in metal
(3) H"‘]trm 8x1h part.
Time: 8+lh
L5 5 B ER TR JE K s
After test, salt deposit shall be removed by running water.
A B FH<1Q
FRAE T 1 B I3 R 47 0 Contact resistance<1Q
Measurement shall be made following the test set forth below: “i%k EE_.BEZIOMQ
(1) DC 12V, 50mA #H# Insulation
DC 12V, 50 mA resistive load RCSISJ[?"'}CCZIOMQ
57 IMEH Gy Q) EEhER: 2 K fid y5.#} %) ON-20ms max
Operation life Rate of operation: 2 times/s Bounce OFF-20ms max
(3)  #h: HAM LS Hy: HMERI=30%
Operating Force: 1.5 times as much as Operating Force QPngtuglg Zg%i/
(4) Tk fr: 80,000 X tema s
fault-free life:80.000 cycles Iten14:2
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T H w5 & 1 R
ITEM TEST CONDITIONS REQUIREMENTS
ELLF e R T T L o o ok A e o
Measurements shall be made following the test set forth below: g’%gﬁﬁl\ IR RIS 21 i
5g AT (1) JEEEE235+5C E °  for the edee.
N Solderability Solder temperature : 235+5C c;(:t?g Os;muls ec f‘?ér 1;
@) B [:3520.55 1111111'111%1111 90%
Immersion time: 3s+0.5s

6. 1RIEFH:
SOLDERING CONDITIONS:
THHZLLT R AT IR
(1) HBHERE: <350C
6.1 FLRE () ELIFER A <35
Hand soldering

Please practice according to below conditions:

(1) Soldering temperature: <350C
(2) Continuous soldering time: <3s
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T H # % &N
ITEM Recommended conditions
I H Items %1 Condition
BRI BH 2 B ANME T AR G e T T2 E
Flux built-up Mounting surface should not be coated with flux
BRI E i b B 59 T 40P FBILIE 100°C max
Ambient temperature of the soldered surface of PC board.
Preheating temperature
HzhiR g 100°C max.
. ] =] + 18
6.2 Conditions for ﬁ,‘m{mﬁ HT.I A] 605 max.
Preheating time
Auto-dip
4 V=]
E?%@E 260°C max.
Soldering temperature
PR ERIR B 18]
. T 5s max.
Continuous dipping time
PR E RE MK
Number of soldering 2 times max.

HERE I (Notes):
a. ERIEEAR AR 8 R 2 0
The pad size of the printed substrate is shown in the product diagram.
b, EERIERKIERT, BHIERENAE 350CUUT. 3 BLUA.
In the case of using soldering iron, soldering conditions shall be 350°C max and 3 sec.max.
v B IEBOIEFIMTTF R BT ERE A
Prevent flux penetration from the top of the switch
d. FFREEE, EEAERENERLLRETIT K.
After switches were soldered,please be careful not to clean switches with solvent or other similar products.
e BILE, EBANELAETM M7 AT .
Right after switches were soldered;please be careful not to load to on the knobs of switches.
VE A EE i iR e 9 IR B B TR
Please be cautions not to give excessive static load or shock to switches.

g TFREESE, ERIZESIEENERIL.

Please be careful not to pile up P.W.B.after switches were soldered

f

s
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(A 1 6.550 "
—
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| | E
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L L 2/ NP L
i 4.540.1 ' 1£0.05 |
! 7£0.2 ‘ 2.310.1|, 2.45
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7 LAY
| ] s> £
[— —] g TR
w r » X
&
L %@@
= =
4.5
N ) 5
T T
General tolerance: +0.2mm H=5+0.2
NO. NAME MATERIAL QTY. FINISHING
1 Terminal Brass 1 Silver plating
2 Case PA66 1 Black
3 Contact Phosphor bronze 1 Ag plating
4 Cover SPCC 1 CuSn plating
5 Stem PA66 1 Black
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