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Product Model. MSS22D05-TG2-MB1
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Please return this copy as a certification of your approval.

Checked by: Date:

Approved by: Date:
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Address:Rm. D1/25F,No 2070,Electronical
Technology Building-C,Shennan Mid-road,Futian
Dist.,Shenzhen,China.

Website:https://www.swiclick.com




C+) Swiclick

APPROVAL SPECIFICATIONS

Product name

P/N

Version

Document No.

Page

SLIDE SWITCH

MSS22D05-TG2-MB1

A/00

217




¢+ Swiclick

APPROVAL SPECIFICATIONS

Product name

P/N Version Document No.

Page

SLIDE SWITCH

MSS22D05-TG2-MB1 A/00

317

11

1.2

Detailed specification

Appearance: There should be no defects that affect the serviceability of product.

Style and dimension: shall conform to the assemble drawings.

1.3 NON-SHORTING
TIMING: NON-SHORTING
1.4 2P2T
Function:  2P2T
15 DC 12V 100mA
Ratings: DC 12V 100mA Max
2
ELECTRICAL SPECIFICATION
ITEM TEST CONDITIONS REQUIREMENTS
1KHz (100mA) <
21 Contact Resistance Measured at 1LKHz small current(100mA or less) <100me2
500V DC 1 ,
1)
2.2 _ , (2) _ >100MQ
Insulation Resistance | Apply a voltage of 500V DC shall be applied for 1 MIN after
which measurement be made.
(1)Between body and terminal.
(2)Between terminals.
AC 250V(50-60Hz) 1 0.5mA,
23 Dielectric (1) There should be no
' (2) : o breakdown and
voltage proof AC250V rms(50-60Hz)for 1min trip current:0.5mA flashover
(1)Between terminals.
(2)Between individual terminals frame.
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ITEM TEST CONDITIONS REQUIREMENTS
3

MECHANICAL SPECIFICATION

31 Operating Lateral push 150+50gf
Force
(200gf) , 1
3.2 Terminal A static load of (200gf) shall be applied to the tip of the terminal for Electrical characteristics shall
strength Imin in any direction be satisfied without damage
of excessive looseness of
terminal
33 Practical -40 +85 .
' temperature Shall be used at -40 +85
range
1) 5 35 .
2 45% 85%
3) 80Kpa 106Kpa.
Standard_ Unless otherwise specified,the standard range of atmospheric
34 aé?ﬁ;ﬁ?(fgc conditions for making measurements and tests are as follows:

(1)Ambient temperature ;5 TO 35
(2)Relative humidity :45% TO 85%
(3)Air pressure :80Kpa TO 106Kpa
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ITEM TEST CONDITIONS REQUIREMENTS
4

ENVIRONMENTAL SPECIFICATION

1)
300mQ.
30 10,000 2
) Without load : .
4.1 Life test An actuator shall be subjected to 10,000 cycles at a speed of 30 cycles | (1)Contact resistance shall be
for 1min 300mQ max
(2)Mechanical and electrical
characteristics shall be
satisfied
85+2 96 , 1
4.2 The switch shall be stored at a temperature of 852  for 96h,and then
Heat test it shall be subjected to the controlled recovery conditions for 1h after
which measurement shall be made.
-25+3 96 , 1 '
The switch shall be stored at a temperature of -25+3  for 96h.and :
4.3 Cold test then it shall be subjected to the controlled recovery conditions for 1h | There shall be no damage on
after which measurement shall be made. appearance.mechanical and
electrical characteristics shall
be satisfied.
4012 90% 95% 96 :
1
4.4 The switch shall be stored at a temperature of 402  and a humidity

Humidity test

of 90% to 95% for 96h.then the switch shall be maintained at standard
atmospheric condition fro 1h
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ITEM TEST CONDITIONS REQUIREMENTS
A5 2mm 26015 305 . 90%
' Solderability | The top of the terminals shall be dipped 2mm in the solder bath of The area of soldering should
test 260+5 for 3+0.5 Secs. be over 90%
Temperature and immersing time
Temperature Time
S
Dip soldering
26015 3+0.5
Manual
soldering 350+10 3+0.5
4.6 . 2
Resistance to
(PCB) 1.6mm There shall be no

soldering heat

. deformation or cracks in
Immersion depth:

4.7

environment

test : . . |
Immersion depth up to the surface of the board thickness of printed molded part
wiring board 1.6mm
3)
Wave soldering
26015 3+0.5
Temperature:260+5  ,time:3+0.5s.
100 150 .
Preheat time shall be done in 150s max at 100 max
Storage method
1. .
Ensure that the product without package breaking or wetting before use.
2. Storage conditions:
Storage temperature -5 ~ 35
Storage humidity 25% ~80%
6 6
Storage

Unopened status: Use up the product as soon as possible before 6 months.
(calculated from shipment date).Over 6 months, please make sure below ;
before use it: terminal without oxidation or blackening, plastic parts without
moisture absorption or bubble, ensure solderability.
1
Opened status: use up within 1 month;

Storage precautions: Please avoid the following environment: with high humidity,
high temperature , corrosive gases and direct sunlight.
3. : Do not stack too many switches.
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