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1. #R
GENERAL
1.1 @EHIVE
APPLICATION
LA P T T LA QR Ak T G R O R
This specification is applied to the requirements for tactile switch (mechanical contact)
1.2 TARREEE
Operating Temperature Range
-20°C~T0°C(EARHER T ARHEREEEARAE )
-20°C~70°C(Normal humidity, normal air pressure)
1.3 WIR Vil Storage Temperature Range
-40°C~85° C(EMRE R« FRiERRESKATT)
-40°C~85°C(Normal humidity, normal air pressure)
L4 KA
Test Conditions
FERAFEREMRMN, ROAZAERL R A N #EAT IR &
Unless otherwise specified, tests and measurement shall be made in the following standard conditions:
B 5°C~35°C
Normal temperature.................. 5°C~35°C
PR ..o TR EE 25%~85%
Normal humidity..................... relative humidity 25%~85%
B R A e 86Kpa~106Kpa
Normal air pressure..................... 86Kpa~106Kpa
FERGE SRR, WA & B AZAE LU SR R BEAT
If any doubt arise from the judgment, tests shall be conducted at the following conditions:
T 20°C+2°C
Temperature.............oeeevvvenne.. 20°C+£2°C
FARFEE 65%+5%
Relative humidity.........................65%%5%
R AR e 86Kpa~106Kpa
Alr PIessure.....o.o.vevviineneenennannnn. 86Kpa~106Kpa
1.5 fE6iE 71k

Storage method

L. HIRA R G S8 BETo it TR,
Ensure that the product without package breaking or wetting before use.

2. 11 %51+ Storage conditions:
/7R Storage temperature: -5 ~ 35°C;
A7 Storage humidity: 25% ~80%;
RIFEPRZS: 6 DA WAHEE ONRITHITRTHED 5 B 6 DA R MK, S ERIE: wmEet.
KRB SR TEIR AL, B ORAR R i B
Unopened status: Use up the product as soon as possible before 6 months. (calculated from shipment date).Over 6 months,
please make sure below before use it: terminal without oxidation or blackening, plastic parts without moisture absorption or
bubble, ensure solderability.
CIFEPRE: 1A H AR
Opened status: use up within 1 month;
A E R T JRE T v e AN AT B el P A (R P85 2 BH O LS
Storage precautions: Please avoid the following environment: with high humidity, high temperature , corrosive gases and direct
sunlight.

3. iE /BT

Do not stack too many switches.
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2. AR
Detailed specification
2.1 AN RITCFENE L BRI i R A BRI
Appearance: There should be no defects that affect the serviceability of product.
2.2 SBRRCE AR s BT A R BE B K
Style and dimension: shall conform to the assemble drawings.
2.3 BB AL SN R AR
Type of actuating: Tactile feedback.
2.4 JFREEF] . F|al s g CRAR O it md SR AR R I T 4R ;s
Contact arrangement: 1 pole, 1 throw
(Details of contact arrangement are given in the assembly drawings.)
25 FFRTAEHEM: DCI12V 50mA (B AKfEH) DCI1V  10pA (/MED
Ratings: DC 12V 50mA (Max) DC1V 10pA (Min)
3

ELECTRICAL SPECIFICATION

A w5 % R
ITEM TEST CONDITIONS REQUIREMENTS

FELL 5V 10mA B IR BT 1KHZ (A2
VR R, AN T 2 % R A A N T AR

JB\
g H . . . .
31 Tﬁcﬁifft Applying a static load of 2 times operating force to the <100mQ
Resistance center of the stem, measurements shall be made by 5V DC

10mA or more than 1KHz AC small-current contact resistance

meter.

TE 3 —F 2 [8] i i DC 100V /min [f2& 4~ , U & i 12
(A JER L e A ) PR FELAEL

# 2 R fH i icati

39 ' . Measurement shall be made following application of >100MQ

Insulation Resistance 100V DC potential, across terminals, and across terminals and

cover, for one minute.

I i 1855 2 18] il 250V AC(50Hz 5% 60Hz)/min
There should be no
33 Dielectric 250V AC (50Hz or 60Hz) shall be applied across terminals,
' breakdown and
voltage proof for one minute.

flashover

i g JRIk
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T H w5 % USN
ITEM TEST CONDITIONS REQUIREMENTS
IR A I ) B R A TR L CREARD 3~4 70
FE 3 I AT I A8 Ot SR 3
Lightly striking the center of the stem at a rate encountered in normal
use (3 to 4 times per second), and bounce shall be tested at “ON” and
(EOFF”
Switch
L3l Oscillograph ON-10ms max
3.4 Bounce = DC3-5V 5k QD 7y Coanodrap OFF-10ms max
&
T ofub s B Bh i ]
4
MECHANICAL SPECIFICATION
TPRBEE T EAETTIRBCE,,  AETT RIS T L JZ it 7,
ey | BITRSEFHNEA AN
4.1 Operating Plac.ing the switch such that thq direction of switch operation is 160450gf / 260+70gf
Force vertical and then gradually increasing the load applied to the center of
the stem, the maximum load required for the switch to come to a stop
shall be measured.
TPRIEE THAETT I E, PL— DT 2 4% ) B gk S it in 12
B TERIRB A Tism vy, 05 T A% B0 R PR
e S acing the switch such that the direction of switch operation 1s
49 5 AATHE | Placing the switch such that the direction of switch ion i 0.3040. 1mm
' Full Travel vertical and then applying static load of 2times operating force to the ’ '
center of the stem; the travel distance for the switch to come to a stop
shall be measured.
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T H w5 % USN
ITEM TEST CONDITIONS REQUIREMENTS
TPRIEE T EAE T RBCE, AT RS T o0 F B B AT
Wy | e SRR E e E
43 | Return Force | The sample switch is installed such that the direction of switch 20gf Min
operation is vertical and upon depressing the stem in its center to the
whole travel distance, the force of the stem to return to its free position
shall be measured.
ﬁ%%ﬁfﬁﬁﬁ@ﬂE,Mﬁﬁﬁ@ﬁ%m#ﬁMMN%%ﬁ TN B SR
. B 4L 1min. i
4.4 {7 1R 5B Placine th ch h that the directi £ switch ton i There shall be no sign of
Stop Strength acing the SWItch suc at *he cirection of sWIich operation 1s damage mechanically and
vertical, and then a static load of 30N shall be applied in the direction .
. . . electrically.
of stem operation for a period of 1 min.
MR LU 48 58 2 AR R AT 03K
Measurement shall be made following the test set forth below:
(D REIRTEHE: 10~55~10Hz
Vibration frequency range: 10 to 55 to 10Hz Item3.1
o (2)  #RE (- : 1.5mm Item3.2
4.5 .%Ej? Amplitude: 1.5mm Item3.3
Vibration |3y ka7 TR O A = AR TR LA S pomd.
Direction of vibration:Three mutually perpendicular IIZE 4' 3
direction including the direction of stem travel '
(4> DG Ta) BEK 2 /N
Duration: Each 2 hours.
AR N A S A HEAT i e
Test by following conditions
()% IEH 2%
(1)installation method: normal — =
(Q)NEE: 784m/s Item3.1
. (2)Acceleration: 784m/s> Item3.2
46 M @) eatE: 1ims ltem3.3
Shock (3)Acting time: 11ms T ltemé.1
@M 6171 prom?.2
tem4.3

T A BT 3 U R 18 K
(4)Test direction: 6 directions

Times: 3 times/direction ,total 18 times
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5
ENVIRONMENTAL SPECIFICATION
A w8 %k FR
ITEM TEST CONDITIONS REQUIREMENTS
FE il S 4% HE DU R S50 26 A HEAT I, SIRB0 Jo A5 o N2 TSP 6 Ui
PRAEIRE HIFAEE 1 /N 5 5k RE Item3.1
Following the test set forth below the sample shall be left in normal I tem3. )
N temperature and humidity conditions for 1 h before measurements It 3'3
5.1 (R are made: o
Resistance to low (1) JEPE. -40+2°C Item4.1
¢ ture _ R Item4.2
cmpera Temperature : -40+2°C ltemd4.3
(2> WfE: 96h
Time: 96h
FE il 4% HE DUR S50 26 A HEAT I, SIRB0 Jo 5 o N2 TSP 6 Ui
PRAEIRE PRI 1 /N e bk e ik«
Following the test set forth below the sample shall be left in normal g:gg;
IR temperature and humidity conditions for 1 h before measurements Item3.3
2 N . ’
3 Heat resistance are made‘. Item4.1
(1) & 90+2°C Item4.2
temperature:90+2°C Item4.3
(2)  WHE: 96h
time: 96h
AR T T I SR BEAT 5 RAEFA IR A R, SRR S
o i L TESCAE 5 i A o O 2 PR B o 1 /N S v mE k.
YT IRV AR ot 7 R R
After 5 cycles of following conditions, the sample shall be allowed
to stand under normal temperature and humidity conditions for 1 h. | Item3.1
. . and measurements shall be made. During the test water drops shall .
IR . £ P ftems3.2
be removed. e O Item3.3
53 Change of om Item4.1
temperature S A: +90£2°C tem.
A B: 40427 Item4.2
C: 2/J\ETJ’ Item4 . 3
0°C D:  L/NES
B \ E:  2/8Ef
F: o L/NE
c D B P B} 1] Chour)
FE il 242 HE DU R S50 26 A HEAT I, SIRB0 J5 A5 o N2 TSP 6 Ui
FRAEGEE IR 1 /NI i Al g il - B . <200mQ
Following the test set forth below the sample shall be left in normal | Contact resistance<200mQ
o temperature and humidity conditions for 1 h before measurements | 24 H[H: >10MQ
T I are made: Insulation
5.4 M(?isture (1) EJE. 6042°C Resistance>10MQ
resistance temperature: 60+2°C Item3.3
(2)  AIXHEIE: 90%~95% itemjé
relative humidity:90% to 95% I:em 43
(3)  HfiE: 96h em.
time: 96h
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H R B & A TR
ITEM TEST CONDITIONS REQUIREMENTS
FE LA B 2 A T BEAT I &
The switch shall be checked after following test:
(1) A 35°C+2°C ‘
temperature: 35°C+2°C S @t E A B R
5 TR (2) HRVEWOREE: 5+1% (JREH 2 No remarkabl_e cprrosion
’ Salt Mist salt solution : 5+1%(solids by mass) shall be recognized in metal
(3) Wf[E]: 8+lh part.
Time: 8+1h
SR J5 0 ER DTN Ja 7K st
After test, salt deposit shall be removed by running water.
Pefi B H<1Q
N TN, Contact resistance<1Q
AR T 1 P00 4 2 SR 3 A7 K Y 2% L FH>10MQ
Measurement shall be made following the test set forth below: Insulati a
S apry nsulation
(1) #Zahid=: 2 W/ Resistance>10MQ
Rate of operation: 2 times/s il 5 E1Z) ON-20ms max
56 T A (2) %73: LI 1.5 4% Bounce OFF-20ms max

Operation life

Operating Force: 1.5 times as much as Operating Force
(3) JoHbEAFf: 100,000 ¥
fault-free life: 100,000 cycles

#%J1: YMEKI£30%
Operating Force:
initial value+30%
Item3.3

Item4.2
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T H ol % F LS
ITEM TEST CONDITIONS REQUIREMENTS
FELL R CE S5 A #EAT I & Ly 4 e T2 N 11 A T 2
Measurements shall be made following the test set forth below: 2%3/2 Lj\% ﬁl\ TR LRSI o
59 CIp<is (1) JEEERE 245+5°C e ° for the odse. h
’ Solderability Solder temperature : 245+5°C xeept for the edge, He
2) 1 AH:3540.55 coating should cover a
: . . 0
Immersion time: 3s+0.5s minimum 90%
1 IP6X:7™ i fi s, TRE I BT
IP6X:Products to be placed in the negative pressure pumpin
‘ g, dust box Sl
GRS | 2, X7 SR, SABLEIE Kb et stk | AL <200mE
Waterproof | BN TAE4 FRRLME F— MK, —RRE 1k, stgent | Contact resistance=200mE
5.8 o : HEHM: >10MQ
[5] 4 30min; =
grade o . . Insulation
[PX7: Short time immersion in water, the provisions of the pressure u -
of the shell by the prescribed time after water content not reach Resistance=10MQ
harmful levels, placed on adive in the water tank, the general depth
of 1 meters, the testing time is 30min;
6

SOLDERING CONDITIONS:

F LR
Hand soldering

6.1

THHZ LT ST 1R 4%

(1) B <350°C

(2) LB <3

Please practice according to below conditions:

<350°C
<3s

(1) Soldering temperature:

(2) Continuous soldering time:
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T H i O
ITEM Recommended conditions

XFF SMT 7 i, 1 1% AT S AFREAT 1R 4%
For SMT products, Pls soldering by follow conditions:

surface of product temperature

A=l M=l N
AR TR (C) 260°C max. 3sec max.

230°C peak temperature

180°C

150°C —

|
|

25 b .
(7] Y78 S B = — }

6.2 Conditions for
120sec max. 40s max.
reflow pre—heating( #i#k

S ~ 4dmin. max.
time inside soldering equipment P i i< i [E]

time IfA] (F5)

R LRI A2 AT - PWB R HRE, BT PWB BIMEL R JEREEAE,
PWB MIFRR R HIR S F IR A= ANE, B, T /NG A BRI ¢ 3R iE BE T
260°C

Attention:the condition above is the temperature of the PWB surface on the parts,and PWB will get
different temperature because of the differences of materials,sizes,thickness and so on.Should
control it below 260°C

HERF T (Notes):
a ISR A RS 2 07

The pad size of the printed substrate is shown in the product diagram.
b, FEMHE RIS T, JREIR B NAE 350°CLA R 3 MBI

In the case of using soldering iron, soldering conditions shall be 350°C max and 3 sec.max.
v B ik BRI R T2

Prevent flux penetration from the top of the switch
d. JPRIBIRE, EEAZEMERSESALRIFBEIT %

After switches were soldered,please be careful not to clean switches with solvent or other similar products.
ev RMRJE, VERANEAE TSN A o

Right after switches were soldered;please be careful not to load to on the knobs of switches.
£V AN 0 A R T ) B SR BT O%

Please be cautions not to give excessive static load or shock to switches.

g IPRIRIFIE, BEVRIEAGE R AR

Please be careful not to pile up P.W.B.after switches were soldered
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H | L
H+0.1 3.3 15 g9
+ 5 2
6,00+£0,20 | 0.2 ig
1.5 i 15
5.0 |3
N T
o ] 7.0
o +l
S o
o Q
— (o
=
2
o
10| MO
2./0 . <
ol O©
= = N 9
|l 9.00£030 _|_ ‘ |- 6,40 | ‘
™ 10,00
o
PCB. 54
General tolerance: +0.2mm H=40.2mm
NO. NAME MATERIAL QTY. FINISHING
1 Terminal Brass 1 Silver plating
2 Case PPA 1 Black
3 Contact SUS 1 Ag plating
4 By 7K R s kIR 1 Black
5 Cover SUS 1
6 Stem PPA 1 Red / Black
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KANO645A 52 71| L5 B 41 %
FF5 Fig M= =i %7 HBE | ARE
1 KAN0645A-0331B1-C15 3.3 160£50 1500/%
2 KANO645A-0331C1-C15 3.3 26070 1500/%
3 KAN0645A-0382B1-C15 3.8 160£50 ) 1500/
4 KANO645A-0382C1-C15 3.8 26070 . 1500/%
5 KAN0645A-0381B1-C15 3.8 160£50 1500/%
6 KANO645A-0381C1-C15 3.8 26070 1500/%
7 KAN0645A-0432B1-C15 4.3 160£50 ) 1000/£
8 KAN0645A-0432C1-C15 4.3 26070 2 1000/
9 KAN0645A-0431B1-C15 4.3 160£50 1000/£
10 KAN0645A-0431C1-C15 4.3 26070 1000/
11 KAN0645A-0452B1-C15 4.5 160£50 2. 1000/£
12 KAN0645A-0452C1-C15 4.5 26070 AN 1000/£
13 KAN0645A-0451B1-C15 4.5 160£50 1000/
14 KAN0645A-0451C1-C15 4.5 26070 1000/%
15 KANO645A-0502B1-C15 5 160£50 AN 1000/
16 KAN0O645A-0502C1-C15 5 26070 2. 1000/%
17 KANO645A-0501B1-C15 5 160£50 1000/£
18 KAN0O645A-0501C1-C15 5 26070 1000/
19 KANO645A—-0552B1-C15 5.5 160£50 2 1000/%
20 KANO645A-0552C1-C15 5.5 26070 AN 1000/
21 KAN0645A-0551B1-C15 5.5 160£50 1000/£
22 KANO645A-0551C1-C15 5.5 26070 1000/£
23 KAN0645A-0702B1-C15 7 160£50 ) 700/%
24 KANO645A-0702C1-C15 7 26070 2 700/%
25 KANO645A-0701B1-C15 7 160£50 700/
26 KAN0645A-0701C1-C15 7 26070 700/%
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